R TECHNICKA INSPEKCIA a.s.

@% e INTERNATT@NAI_
KAR&® SLOVENSKA REPUBLIKA V4

CERTIFICATE
~ no. 1629/112017

Technicka mépekcla a.s., Trnavska cesta 56 821 01 Bratlslava
notlfled body 1354
on the basis of results from assessment qf :fu_tl_ q_ué!i't'yla_ssurance system

= notlfles,.that

ENERG Y VALIVES iS. rL

Via Parin, 24 - 23880{Casatenovb (LC) _ Italy
: (Legalsite) ' ' ' "
Via della Repubbhca 17 - 23841 Annone d: Brianza (LC) - Italy
: (Manufactunng sdé)

implemented and ap_phes system of fu:II q_ugllt:y'assutanc’e (module H)

according to the European Directive 201 AIG'BI'EU:Oh pressure equipment
. Range of equment .
Ball valves up to DN 900, up to PN 420
Plug valves up to DN 900, up to PN, 420
Gate valves up to DN 900, up to PN 420
Globe valves up to DN 900, up to PN 420

Check valves up to DN 900, up to PN 420
according to the Annex to the Certlflcate

Audlt Report no 1629!1!2017

Manufacturer shall inform Technicka m§pekma a.s. of any mtended change of system of full quality
assurance (module H)

Certlflcate is valid untll July 1'."‘"1 2020
The Certificate validity is conditioned with performmg of surve.tﬂance by Technické inSpekcia, a.s. for
minimum 1 periodic audit per 12 months. Performing of periodic audit is proved by Audit Report.
Date of initial notification: 19t September 2008

Bratislava, on 18" July 2017

Ing. Du8an Perni$
General Director

333244
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Valve type

Ball Valve
EN 1983:2013
ASME B16.34-2013

Annex to the Certificate no. 1629/1/2017

Pressure Grade

Dimension

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 500

DN 25 to DN 500

DN 25 to DN 300

Gate Valve
EN 1171:2015,
EN 1984:2010
ASME B16.34-2013

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 600

DN 256 to DN 900

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 500

DN 25 to DN 500

DN 25 to DN 300

Globe Valve
EN 13709:2010,
EN 13789:2010

ASME B16.34-2013

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 500

DN 25 to DN 500

DN 25 to DN 300

extot

he Certificate no. 1629/1/2017




Valve type

Check Valve
EN 16767:2016
ASME B16.34-2013

Pressure Grade

Dimension

25 to DN 600

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 500

DN 25 to DN 500

DN 25 to DN 300

Plug Valve
ASME B16.34-2013

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 900

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 600

DN 25 to DN 500

DN 25 to DN 500

DN 25 to DN 300




Material:

Specification Material Grade

=———

ASTM A 105 7
ASTM A 182 F11, F304, F316, F316L, F321, F44, F5,
F51, F83, F9, F6, F6a, F XM-19

ASTM A 193 B7, B8

. I ASTM A 216 WCB
M ASTM A 350 LF2

ASTM A 351 CF3M, CF8M
ASTM A 352 LCB, LCC
ﬁglm Q ggz g30 all types referred in Annex
ASTM A 890 4 '
ASTM B 62 C83600
ASTM B 148 C95800
ASTM B 164 UNS N04400 (MONEL 400)
ASTM B 381 --
ASTM B 564
ASTM B 637
ASTM B 865

Ing. Du$an Pernis
General Director




